
Product characteristics

<table>
<thead>
<tr>
<th>Surface mounting sockets</th>
<th>General characteristics</th>
</tr>
</thead>
<tbody>
<tr>
<td>▪ Two possible angles (5° or 25°)</td>
<td>P 17 Tempra Pro IP 66/67 LV 16 and 32 A</td>
</tr>
<tr>
<td>380/415 V~</td>
<td></td>
</tr>
<tr>
<td>▪ 32 A</td>
<td></td>
</tr>
<tr>
<td>▪ 3P+N+E</td>
<td></td>
</tr>
</tbody>
</table>

Pack (number of units) | 5
---|---
Volume (dm³) | 18,673
Weight (g) | 2 832,00

Documentation

Catalogue pages & additional information
- Selection chart (p.381)
- Description page (p.384)
- P 17 Tempra Pro

Installation instructions & related documents
- LE05815AA-01

Installation & technical data
- F01811EN-03

Agreements & certificates of conformity
- IMQ - CA02.05951
- OC / CB - FR 641754/A1

*All prices given are the manufacturer’s list prices for professional customers, and are given for information only. They are not to be considered as a mandatory retail price - Basis: before-tax price list, May 2018

The information given in this e-catalogue (characteristics and dimensions) may be amended, and therefore does not represent an undertaking on our part. The e-catalogue is reserved for professionals only. You are also reminded that all products must be installed by a qualified professional in accordance with the installation rules.